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Technical Data Sheet 

 

 

 

 

Eggersmann  TEUTON Z 60 
Outside measurements   
Machine length mm 9.700 
Machine height mm 3.990 
Machine width mm 2.550  
   
Shredder unit   
Number of tools pcs 30 
Number of teeth counter knife pcs 19 
Rotor length mm 3.000  
Rotor diameter mm 600 (max. circle diameter 1.050) 
Rotor speed rpm 20 – 40, hydraulic reversible 
Torque kNm 260 (max.) 
   
Loading hight   
Loading height (without hopper extension) mm 3.350 
Loading height (with hopper extension) mm 3.810 
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Loading volume   
Loading volume (basic) Liter 4.400 
Loading volume (with one side hopper extension)  Liter 6.580 
Loading volume (with two sides hopper extension) Liter 8.770 
   
Conveyor belt   
Length mm 7.500 
Width mm 1.200 
   
Drive unit   
Diesel engine  CUMMINS QSX 15Tier 4F / Stage IV 
Power kW 447/600 
Power HP 15   
Engine size/cylinder Liter 15   
Emission standard  EU-Stage IV 
Fuel tank volume Liter 700 
Fuel tank Ad blue Liter 100 
   
Electric   
Complete electric control and motor monitoring display  IFM 7” 
   
Chassis   
Wheel system  3 axle semi-trailer with ABS 
Tires  385/65 R22,5 
Total weight Kg 32.000 
Lights V 24 
Towing eye D (mm) 50 
   
Color   
Machine  Blue RAL 5010 
Layer thickness µm >120 
Conveyor belt frame  Silver RAL 9006 
   

 


